Scheda prodotto os RAM

LR FINESSE RECESSED KIT

LINEARLight Rigid FINESSE - Accessories |

Vantaggi prodotto

- Large set of accessories for installation

- Recessed kit for installation on false ceiling

- Wall arms for holding fixture in place

- Metal clip for surface installation

- Kit for pendant installation

- Indoor and outdoor jumper for daisy chain connection
- Indoor and outdoor power cable: 5 m

- Outdoor male and female terminals for ad hoc cabling
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Scheda prodotto

Dati tecnici

Dati elettrici

Tipo di corrente DC

Dimensioni e peso

Peso prodotto 36000 g
Lunghezza 1600 mm
Larghezza 62 mm
Altezza 32 mm

Dati logistici

Codice prodotto di base 73269098900

Environmental information

Information according Art. 33 of EU Regulation (EC) 1907/2006 (REACh)

Date of Declaration 25-04-2022

Primary Article Identifier 4052899618091

Candidate List Substance 1 No declarable substances contained
Declaration No. in SCIP database No declarable substances contained

Download dati

File
- User instruction
== FINESSE
- User instruction
= FINESSE Recessed Kit
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https://dammedia.osram.info/media/resource/hires/osram-dam-13311778/4818501/FINESSE.pdf
https://dammedia.osram.info/media/resource/hires/osram-dam-13311778/4818501/FINESSE.pdf
https://dammedia.osram.info/media/resource/hires/osram-dam-13311778/4818501/FINESSE.pdf
https://dammedia.osram.info/media/resource/hires/osram-dam-13782036/3904108/FINESSE%20Recessed%20Kit.pdf
https://dammedia.osram.info/media/resource/hires/osram-dam-13782036/3904108/FINESSE%20Recessed%20Kit.pdf
https://dammedia.osram.info/media/resource/hires/osram-dam-13782036/3904108/FINESSE%20Recessed%20Kit.pdf
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Ecodesign regulation information:

- This product is considered to be a "containing product” in the sense of Regulations (EU) 2019/2020 and (EU) 2019/2015.

- Tolerances of the reported values, are according to LED Modules Performance standard IEC/EN 62717.

- In general, the replacement of the contained light sources without permanent damage to the product with the use of common
available tools is possible in the final application when they can be dismantled from the installation environment and
substituted for the necessary number of light sources restoring its full electrical/mechanical/thermal/optical functionality by
means of a professional installer.In the contrary, and limited to the LINEARLight Flex Diffuse, LINEARLight Rigid Finesse, GINO
LED Flex Diffuse and LUMINENT Milky product families, the contained light source is an integrated part of the containing
product and its removal can only be done by causing a permanent damage to the containing product due to its tight
mechanical, electrical, optical, thermal interaction and/or environmental protection with or from the containing product.
Therefore, a replacement of the light source with the use of common available tools is not justified.

- Dismantling of light sources from containing products at end of life: Containing products with light sources which are scalable
in length can be cut to the length of the contained light source and if applicable mechanically detached from protective
and/or optical covers. Containing products shall be separated from building material and/or from other additional mounting
accessories by means of a professional installer.Separate control gear and light sources must be disposed of at certified
disposal companies in accordance with Directive 2012/19/EU (WEEE) in the EU and with Waste Electrical and Electronic
Equipment (WEEE) Regulations 2013 in the UK. For this purpose, collection points for recycling centres and take-back systems
(CRSO) are available from retailers or private disposal companies, which accept separate control gear and light sources free of
charge. In this way, raw materials are conserved and materials are recycled.

Dati logistici
Codice prodotto  Descrizione del prodotto Unita di imballo (Pezzi/unita) Dimensioni (lunghezza x Volume Peso lordo
profondita x altezza)
4052899618091 LR FINESSE RECESSED Cartone di spedizione 1652 mm x 192 mm x 37 mm  11.74dm® 2160.00 g

KIT 5

1) codice prodotto indicato descrive la minore quantita che puo essere ordinata. Una unita di spedizione pud contenere uno o
piu di un singolo prodotto. Quando si inserisce un ordine, per la quantita inserire una o pil unita di spedizione.

Clausola

Subject to change without notice. Errors and omission excepted. Always make sure to use the most recent release.
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