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Dati tecnici

Dati elettrici Dimensioni e peso

Descrizione del prodotto Tensione
nominale

Corrente
nominale

Tipo di
corrente

Potenza di
costruzione

Potenza
nominale

Diametro Lunghezza

HBO 201 W/HS-D2 25,0 V 8,00 A DC 200,00 W 200.00 W 20,0 mm 150,0 mm

HBO 250 W/LS 39,0 V 6,4 A DC 250,00 W 250,00 W 20,0 mm 147,0 mm

HBO 350 W 1) 67,5 V 5,3 A DC 350,00 W 350,00 W 20,0 mm 128,0 mm

HBO 350 W/S 68,0 V 5,15 A DC 350,00 W 350,00 W 20,0 mm 127,0 mm

HBO 1000 W/D 37,7 V 26,50 A DC 1000,00 W 1000,00
W

40,0 mm 240,0 mm

HBO 500 W/A 2) 60,0 V 8,3 A DC 500,00 W 500,00 W 29,0 mm 190,0 mm

HBO 500 W/B 2) 48,5 V 10,3 A DC 500,00 W 500,00 W 29,0 mm 175,0 mm

HBO 1000W/DHL 45,0 V 22,2 A DC 1000,00 W 1000,00
W

40,0 mm 206,0 mm

HBO 3500 W/MR 62,0 V 56 A DC 3500,00 W 3500,00
W

70,0 mm 290,0 mm

HBO 3500 W/HK 55,0 V 63 A DC 3500,00 W 3500,00
W

70,0 mm 280,0 mm

HBO 5000 W/HK 70,0 V 72 A DC 5000,00 W 5000,00
W

82,0 mm 355,0 mm

HBO 5000 W/MF 3) 50,0 V 100,00 A DC 5000,00 W 5000,00
W

80,0 mm 360,0 mm

HBO 5000 W/S 3) 50,0 V 100 A DC 5000,00 W 5000,00
W

80,0 mm 360,0 mm

HBO 5000 W/TA 3) 50,0 V 100,00 A DC 5000,00 W 5000,00
W

358,0 mm

HBO 5001 W/F 62,0 V 80 A DC 5000,00 W 5000.00
W

85,0 mm 490,0 mm

Caratteristiche

Descrizione del prodotto Distanza fra gli
elettrodi a freddo

Lungh con
attacco,senza
spinotti/conness

Altezza
centro
luminoso
(LCL)

Posizione di
funzionamento

HBO 201 W/HS-D2 2,0 mm Other   4)

HBO 250 W/LS 2,0 mm 127,00 mm 62,0 mm 5) Other   7)

HBO 350 W 1) 3,0 mm Other   7)

HBO 350 W/S 3,0 mm 127,00 mm 52,5 mm 5) Other   7)

HBO 1000 W/D 3,0 mm 208,00 mm 89,5 mm 5) Other   7)

HBO 500 W/A 2) 4,5 mm Other   7)

HBO 500 W/B 2) 3,0 mm Other   7)

HBO 1000W/DHL Other

HBO 3500 W/MR 7,0 mm Other   7)

HBO 3500 W/HK 7,0 mm Other   4)

HBO 5000 W/HK 7,5 mm 302,00 mm 152,5 mm
5)

Other   7)

HBO 5000 W/MF 3) 7,5 mm 318,00 mm 143,5 mm
5)

Other   4)
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Caratteristiche

Descrizione del prodotto Distanza fra gli
elettrodi a freddo

Lungh con
attacco,senza
spinotti/conness

Altezza
centro
luminoso
(LCL)

Posizione di
funzionamento

HBO 5000 W/S 3) 7,5 mm 360,00 mm 143,5 mm
5)

Other   4)

HBO 5000 W/TA 3) 7,5 mm 329,50 mm 148,5 mm
5)

Other   4)

HBO 5001 W/F 7,5 mm 430,00 mm 216,0 mm
5)

Other   7)

Environmental information
Information according Art. 33 of EU Regulation (EC) 1907/2006
(REACh)

Descrizione del prodotto Raffreddamento Date of Declaration Primary Article
Identifier

Candidate List
Substance 1

HBO 201 W/HS-D2 05-03-2024 4050300591940 Lead

HBO 250 W/LS Convezione   6) 05-03-2024 4008321336668 |
4052899514843

Lead

HBO 350 W 1) 05-03-2024 4050300351599 Lead

HBO 350 W/S Convezione   8) 05-03-2024 4050300258041 |
4052899528192

Lead

HBO 1000 W/D Convezione 05-03-2024 4050300288857 |
4062172370745

Lead

HBO 500 W/A 2) 05-03-2024 4050300021089 Lead

HBO 500 W/B 2) 05-03-2024 4050300275819 Lead

HBO 1000W/DHL 06-03-2024 4008321673145 Lead

HBO 3500 W/MR 05-03-2024 4050300628301 Lead

HBO 3500 W/HK 05-03-2024 4050300628349 |
4008321546197

Lead

HBO 5000 W/HK Forzato   9) 05-03-2024 4050300897585 Lead

HBO 5000 W/MF 3) Forzato   9) 05-03-2024 4050300772264 |
4052899247994

Lead

HBO 5000 W/S 3) Forzato   9) 05-03-2024 4008321147875 |
4008321147899 |
4062172213486

Lead

HBO 5000 W/TA 3) Forzato   9) 05-03-2024 4050300772240 Lead

HBO 5001 W/F Forzato   9) 05-03-2024 4050300553016 Lead

Descrizione del prodotto CAS No. of substance
1

Safe Use Instruction Declaration No. in
SCIP database

HBO 201 W/HS-D2 7439-92-1 The identification of
the Candidate List
substance is
sufficient to allow
safe use of the
article.

0e66b0e9-1432-
4003-8cc4-
4d3a9d357685
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Descrizione del prodotto CAS No. of substance
1

Safe Use Instruction Declaration No. in
SCIP database

HBO 250 W/LS 7439-92-1 The identification of
the Candidate List
substance is
sufficient to allow
safe use of the
article.

872b1190-ab05-
48f3-8283-
61ef79b983c3 |
c2f27551-e9f2-44a8-
9229-f4eeb5f6fb66

HBO 350 W 1) 7439-92-1 The identification of
the Candidate List
substance is
sufficient to allow
safe use of the
article.

69139dd2-ff81-43c7-
bcfa-b84bcd0b9cc1

HBO 350 W/S 7439-92-1 The identification of
the Candidate List
substance is
sufficient to allow
safe use of the
article.

664a7846-47f2-
4d61-8323-
e72e69aa88b3

HBO 1000 W/D 7439-92-1 The identification of
the Candidate List
substance is
sufficient to allow
safe use of the
article.

a7ed535d-b58b-
40ea-8c22-
64880ddaa6bb

HBO 500 W/A 2) 7439-92-1 The identification of
the Candidate List
substance is
sufficient to allow
safe use of the
article.

454e0682-41e1-
4c7d-a6fb-
66d0753e0edc

HBO 500 W/B 2) 7439-92-1 The identification of
the Candidate List
substance is
sufficient to allow
safe use of the
article.

5f991f9f-8f20-4d97-
8224-80639ee6776f

HBO 1000W/DHL 7439-92-1 The identification of
the Candidate List
substance is
sufficient to allow
safe use of the
article.

35e19ed5-53bd-
45ba-8079-
3737c9f2fc21

HBO 3500 W/MR 7439-92-1 The identification of
the Candidate List
substance is
sufficient to allow
safe use of the
article.

17abf204-4183-
4567-b724-
a13eff07fd7a

HBO 3500 W/HK 7439-92-1 The identification of
the Candidate List
substance is
sufficient to allow
safe use of the
article.

9e83d6f9-1434-4cc3-
823e-05a65726cf8e |
43786f93-bbf9-4419-
bc65-ce101b279063
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Descrizione del prodotto CAS No. of substance
1

Safe Use Instruction Declaration No. in
SCIP database

HBO 5000 W/HK 7439-92-1 The identification of
the Candidate List
substance is
sufficient to allow
safe use of the
article.

db52bb49-e4f0-495f-
9c4a-2e113c01961f

HBO 5000 W/MF 3) 7439-92-1 The identification of
the Candidate List
substance is
sufficient to allow
safe use of the
article.

026d4f20-6678-
4452-8959-
076527d7602a |
56104d2b-53c0-
4c9e-a751-
6d8f2033b8f6

HBO 5000 W/S 3) 7439-92-1 The identification of
the Candidate List
substance is
sufficient to allow
safe use of the
article.

df72245a-57ed-42fb-
90a2-5ca3c09b618d |
c0d6f8d6-6d7d-
4632-96fe-
32aacce2ee6a

HBO 5000 W/TA 3) 7439-92-1 The identification of
the Candidate List
substance is
sufficient to allow
safe use of the
article.

d85e2c98-ac1c-
41a5-8096-
8ada8888ead0

HBO 5001 W/F 7439-92-1 The identification of
the Candidate List
substance is
sufficient to allow
safe use of the
article.

F53E86C1-B9C8-
4685-B790-
15AE3F0950FA

1) Lampada adatta a funzionamento pulsato tra 250…500 WLa potenza massima consentita è 350 W per il funzionamento a potenza costanteCiclo di lavoro 12 ore ON/30 min OFF

2) Ciclo di lavoro 12 ore ON/30 min OFF

3) La lampada contiene elementi in sovrapressione anche quando è fredda. Rispettare le istruzioni aggiuntive di sicurezza fornite insieme alle lampade. Leggere con attenzione il bollettino
tecnico DO-SEM TB 004

4) Anodo in alto

5) Distanza dall'estremità della base alla punta dell'anodo o del catodo (freddo)

6) Temperatura attacco massima consentita: 230 °C

7) Anodo in basso

8) Alette di raffreddamento sull'attacco del catodo

9) Temperatura attacco massima consentita: 200 °C
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Informazione sulla sicurezza

A causa della loro elevata luminanza, della radiazione UV e della forte pressione interna (quando sono calde), le lampade HBO
possono essere utilizzate solo in involucri chiusi appositamente realizzati. Se la lampada si rompe, ne fuoriesce mercurio. È
necessario adottare precauzioni di sicurezza specifiche. Ulteriori informazioni sono disponibili su richiesta o possono essere
reperite nel leaflet fornito insieme alla lampada o nelle istruzioni per l'uso.

Consigli di applicazione

Per informazioni più dettagliate e grafici consultare la scheda tecnica

Clausola

Con riserva di modifiche senza preavviso. Salvo errori o omissioni. Assicurarsi sempre di utilizzare la versione più recente.
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